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PHOSPHORESCENT ROAD PAINT SYSTEM
1 – Waterbased White Undercoat – ST1041

2 – Waterbased Photoluminescent Coat – PH1041
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1 – WHITE UNDERCOAT ST1041
DENSITY: 1.65
COVERAGE: 1 kg = 2-3 m² (± 20%)

Between 0.2 kg/m² and 1 kg/m² depending on the 
substrate condition. (CONCRETE 0.2 kg/m² / BITUMEN 
0.6-0.8 kg/m²) Apply in 1 thick coat or 2 coats with a 
roller.

Available Packaging:
• 1 kg 
• 25 kg 

2- PHOTOLUMINESCENT COAT PH1041
DENSITY: 1.5

COVERAGE 1.25 kg kit = 2 to 3 m² depending on the 
desired luminance (approximately Class C/D 
according to ISO 17398)

Available Packaging :
• 1,25 kg kit
• 6,25 kg kit
• 25 kg kit

Packaging (kg) 25 250 500

Price (€) 750 5400 9750

Price by Kg 30 21,6 19,5

Coverage 2,5 m²/kg (± 20%) 62,5 625 1250

Cost per m² (€) 12 8,64 7,8

Linear yield (m)
width 15cm (± 20%)

312,5 3125 6250

Cost per meter width 15cm 2,4 1,73 1,56

Linear yield (m)
width 30cm (± 20%)

156,25 1562,5 3125

Cost per meter width 30cm 4 2,88 2,6

* Linear efficiency: includes a 15% increase in fuel consumption compared to the efficiency in m²
** The width is 15 cm on ordinary roads and 30 cm on motorways.
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